
 

 

 

ALGHESIL 

SUPERFIX 
additive to paints and plasters, 

preventing algae and fungi growth 

 
 

 

PROPERTIES 

 to using inside and outside 

 no impact on the colour 

 provides long-lasting protection against 

algae and fungi growth 

 ready and easy to use  

    APPLICATION  

Product to be used as an additive to elevation products, such as paints and thin-layer plastering coatings. Enhances resistance to algae 

and fungi. Product especially recommended for protection of buildings located near forests, parks, swamps, ponds and anywhere the 

risk of elevation infection is heightened. 

    TECHNICAL  DATA  

Group of products Products for outside 

Contains A mixture of biocides with algo- and fungicidal activity. 

Colors Light gray 

Consumption 75 ml to 25kg of plaster or 10 l of paint 

Parameters Parameter Norm Value Unit 

 Density 
EN ISO 2811-1:2016, 

[IDT] 
1,10–1,15 g/cm3 

 pH ---------------- 6,8–8,0    ----- 

 The parameters given are mean of the results obtained during the tests. 

   USE INSTRUCTION  

Application Add 75 ml to 25kg of plaster or 10 l of paint, mix thoroughly. 

Dilution Product ready to use. 

Drying The product does not affect the drying time of plasters and paints. 

Cleaning tools Water – directly after use 

  

PACKAGING  

1 l 

  

STORAGE  

Store the product in original, unopened container, in a cool, but frost-free place, well-ventilated, away from drinks and food.  

The product is not suitable for use after freezing. Expiry date is located on the container. 
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SAFETY AND HYGENE OF WORK/ FIRE PROTECTION 

May cause an allergic skin reaction. Causes serious eye damage. Seek medical advice / attention if you feel unwell. IF IN EYES: 

Immediately call a POISON CENTER or doctor / physician. 

 

The manufacturer guarantees the product quality, but shall not be liable in terms of its use. The information herein provided is based on 

the manufacturer’s knowledge resulting from many years of observations. This information cannot however replace professional know-

how of the contractor and does not exempt the contractor from complying with the rules of the building art and the safety and hygiene at 

work, thus do not constitute any legal grounds for the settlement of disputes in court. For further questions or doubts, please contact the 

manufacturer. 

 


