
 
 
 

RENOWATOR 300 
two-component cement-polymer 

elastic sealing slurry 

 

 
 
 

PROPERTIES 

▪ waterproof 

▪ for indor and outdoor use 

▪ highly flexible 

▪ good crack bridging 

▪ high adhesion to substrate 

▪ for brush and trowel application 

    APPLICATION  

RENOWATOR 300 is used for sealing building elements in the ground, horizontal and vertical sealing of walls, substrates for ceramic tiles in bathrooms, 
terraces and swimming pools, concrete underground structures, water reservoirs and channels. For indoor and outdoor use. 

    TECHNICAL DATA  

Group of products Renovation system 

Contains 
Component A: cement, mineral fillers, finishing additives 

Component B: polimer dispersion 

Color 
Component A: gray 

Component B: milky white 

Usage 

After mixing: 3,5–4,5 kg/m2 * 

Type of load Consumption of the ready mixtura 
[kg/m2] 

Layer thickness after drying  [mm] 

ground moisture 

rainwater 
3,0 ca. 2 

non-pressure water 3,0 ca. 2 

residual rainwater 

pressure water 
4,5 ca. 3  

 

Parameters Parameter Norm Value Unit 

 Mixing proportions A : B - 3 : 1 - 

 Pot life - Ca. 1 h 

 Fresh mortar density - 1,6 kg/m3 

 Initial tensile adhesion strength EN 14891:2012, IDT ≥ 0,5  N/mm2 

 Tensile adhesion after water contact EN 14891:2012, IDT ≥ 0,5 N/mm2 

 Tensile adhesion after heat ageing EN 14891:2012, IDT ≥ 0,5 N/mm2 

 Tensile adhesion after heat freeze-thaw cycles EN 14891:2012, IDT ≥ 0,5 N/mm2 

 
Tensile adhesion after heat contact with lime 
water 

EN 14891:2012, IDT ≥ 0,5 N/mm2 

 Water impermeability EN 14891:2012, IDT No penetration - 

 
Crack bridging ablitiy under standard 
conditions 

EN 14891:2012, IDT ≥ 0,75 mm 
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The parameters given are mean of the results obtained during the tests. Due to the use of raw materials, actual values may slightly differ 
from those in the table. 

* Consumption depends on the substrate and application technique. The given value is approximate. 

 
       USE INSTRUCTION  

Substrate 

 

The substrate should be clean, sound, dense, even and degreased. Loose grains and impurities as well as poorly 
bonded coatings of old emulsion paints should be thoroughly removed with for example pressure water. Fungus and 
algae infested surfaces must be disinfected with ALGHESIL algae and fungicide. Before application, moisten mineral 
substrates. 

Product preparation 

To Component B, poured into a clean bucket of water, gradually pour the contents of the Component A package, stirring 
with a mechanical mixer, until a homogeneous mass without lumps is obtained. Depending on the weather conditions 
and the absorbency of the substrate, up to 5% water can be added to the mixed mortar. Pot life of the mortar mixed with 
water is approx. 1 hour. The hardened mortar should not be treated with water or mixed with fresh mortar - it causes 
loss of functional properties. 

Application 

In order to obtain a tight coating, RENOWATOR 300 should be applied by rubbing with a brush or troweling in at least 
two layers. Do not apply a layer thicker than 2 kg/m2 at once. Spray application is possible. Apply at a thickness of 2 
mm (3.5 kg/m2) (dry) to contain ground moisture, non-sediment rainwater, non-pressurized water and under ceramic 
tiles in bathrooms. For residual pressure / rainwater, use 2.5 mm (4.5 kg/m2). The layer thickness is reduced by 10% 
while the mortar dries. 

Drying 
At +20oC and a relative air humidity of 55% the drying time of the coating is approx. 24 hours. Low temperatures and 
increased humidity extend the drying time, even a few days. 

Cleaning tools With water – directly after use. 

  

PACKAGE 

Component A: 24 kg  

Component B: 8 kg 

  

STORAGE 

12 month from date of manufacture located on the side of package. Store in original container in a cool room, protected from moisture. Before using 
please read the information in the recent issue of the product. 

  

SAFETY AND HYGENE/FIRE PROTECTION 

Component A: Keep out of reach of children. Avoid breathing dust. Wear protective gloves / protective clothing / eye protection/ face protection. IF IN 
EYES: Rinse cautiously with water for several minutes. Remove contact lenses, if present and easy to do. Continue rinsing. If skin irritation or rash 
occurs: get medical advice/attention. Chromium (VI) content below 0.0002%. 

Component B: Keep away from children. Non-flammable product. It is not classified as dangerous under applicable law. Observe basic health and safety 
rules during work. In the event of contact of the product with the eyes, rinse them with plenty of water and then seek medical advice. Use as intended. 

 

The manufacturer guarantees the quality of the product, but has no in_uence on way it is used. All included information is based on the best knowledge of the 

manufacturer resulting from long te rm observations of practical applications, but can not replace the contractor's professional training and do not release them 

from adhering to the construction standards and safety, hence they do not constitute a basis for the settlement of di sputes throug h the courts. The contractor and 

the seller are not exempt from carrying out the suitability test of our products in specific applications othe r than those descr i bed in the data sheet on their own 

responsibility. If you have questions or concerns, please c ontact the manufacturer. 

 


